SPINA CON JACK RJ11 INCORPORATO

Per impianti telefonici con prese tripolari

OMOLOGATA TELECOM ITALIA

Serve per collegare in parallelo ad un impianto
provvisto di presa tripolare qualsiasi apparato
telefonico con cordone tipo plug/plug.

Dimension :
62.3 x 60.3 x 43.4 mm
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NOTE
Codice Prodotto sciolto 0114008A
In accordo con la Normativa RoHS

Il prodotto pud essere consegnato sia sciolto che
confezionato con blister personalizzato.

ITALIAN PLUG WITH JACK RJ11 INCORPORATED

For telephone plant with Italian jack

APPROVED BY TELECOM ITALIA

It serves to connect in parallel to a plant
provided of Italian jack any telephone apparatus
with cord type plug/plug.

ary. PART NUMBER DESCRIPTION OR MATERIAL POS.
RIF 0168300 JACK RJ11 ELECTRIC DRAWING "
1 0123301 LOWER COVER WITH ITALIAN PLUG 1
1 0123300 UPPER COVER WITH INSER THREAD 2
3 0331005 SCREW TC M3 3
1 0131005 SCREW FOR UPPER COVER Max18 4
1 0131006 WASHER 2.6x5.5 h.0.5 5
1 0131010 JACK RJ11 6/4 4 WIRE 8
1 0531014 RID. TRIP. NICK. BRIDGE 7
1
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NOTE
Loos product Code 0114008A
RoHS compliant

The product can be delivered both loose that
manufactured with personalized blister.
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